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(g) Improvemente in dust collection. 



(§) A dust collection bag 1 for a power tool 
comprises a box-like container 10 which is 
separable into two parts 11. 12 along a plane of 
the box-like container and the interfitting por- 
tions 13, 14 of the two parts are rigid. One part 
11 which is suitably a rigid plastics moulding 
has means 15 for connecting the container to 
the power tool outlet and the other part 12 has 
at least part of its wall surface fonmed of filter 
material 12a. The parts 11, 12 may be hinged 
together 16 and have connection means 17, 18 
for releasably connecting them to close the 
container (Figure 1). 
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This invention relates to dust collection and par- 
ticularly to dust collection bags for power tools. 

Power tools are well known which have means for 
collecting detritus produced during operation of the 
power tool, such as sawdust and wood chippings. 
Generally, such power tods include means for suck- 
ing up the dust which is channelled through an outlet 
into a dust bag attached to the power tool. Such dust 
bags are generally emptied by removing the bag from 
the dust outlet of the power tool and extracting the 
dust through the entrance to the bag. With such an 
arrangement it is sometimes difficult to remove the 
dust effectively and quickly. 

It is an object of the present invention to provide 
an improved dust collection bag for a power tool in 
which the removal of the dust from the dust bag after 
it has been used is simplified and more efficient. 

According to the present Invention, a dust collec- 
tion bag for a power tool having a dust outlet, compris- 
es a box-like container separable into two parts along 
a plane of said container, the interfltting portions of 
the two parts being rigid, one part having means for 
connecting the container to a said power tool dust out- 
let and the other part having at least part of its wall 
surface formed of filter material, releasable connec- 
tion means being provided on the two parts. 

Preferably, the interfltting portions comprise rigid 
band-like parts and in one form the one part suitably 
comprises a rigid moulding of plastics material having 
a tubular inlet for attachment to a power tool dust out- 
let and the other part suitably comprises a rigid frame 
element supporting a fabric bag. 

The two parts are preferably hinged together at 
one side but in an alternative form they may be com- 
pletely separable, suitably being a press or snap fit to- 
gether. Where the parts are hinged together at one 
side a snap or press fitting is suitably provided at the 
skie opposite thereof. 

In a preferred embodiment, the first part compris- 
es a rigid moulding of plastics material having an in- 
tegral tubular inlet for attachment to a said power tool 
dust outlet and including a band-like portion defining 
the interfltting portion thereof, and the other part in- 
cludes a band-like frame element supporting a fabric 
bag which is hinged to the band-lflce portion of the one 
part at one side with interengaging clip means being 
provided on the interfltting portions at the side oppo- 
site the hinge. 

The container is ideally generally rectangular in 
cross section being divided along a major plane there- 
of. 

In order that the invention may be more readily 
understood, reference will now be made to the ac- 
companying drawings, in which:- 

Figure 1 is a partly sectioned perspective view of 

a dust collection bag according to the invention 

shown partly open, and 

Figure 2 is a similar view of the bag mounted on 



a power tool. 

Referring now to the drawings, the dust bag 1 is 
shown in Figure 2 attached to the dust outlet of an 
electrically powered planer 2 which during operation 

5 produces wood chippings and dust which are chan- 
nelled through the housing 3 of the planer and out of 
the housing through a tubular outlet (not visible). 

The dust collection bag 1 coriiprises a box-like 
container 10 which is separable into two parts 11, 12 

10 along a major plane thereof, the interfitting portions 
13, 14 of the two parts being rigid. The first part 11 
has a tubular inlet 15 for connecting the container to 
the power tool dust outlet and the second part 12 in- 
cludes a bag portion 12a of filter material which is air 

15 permeable. The two parts 11, 12 are hinged together 
along one side at 16 and can be closed to the position 
shown in Figure 2 In which they are held together by 
a snap fitting 17, 18. The bag can be opened as 
shown in Figure 1 and also by dotted lines in Figure 

20 2 for removal of dust collected in the bag. 

The dust collection bag illustrated Is generally 
rectangular In cross section and Is divided through a 
major plane thereof. The first part 11 comprises a rig- 
id moulding of plastic material including a wall portion 

25 11a and a band-like portion 13. The tubular inlet 15 
extends into a wall portion 11a and is integrally mould- 
ed therewith. The second part 12 comprises a rectan- 
gular band-like frame element 14 supporting a fabric 
bag portion 12a. As schematically illustrated in Figure 

30 2 the bag portion may be further supported by an ad- 
ditional frame structure 19. 

The band-like interfitting portions 13 and 14 are 
hinged together along one side of the rectangular 
t>ox-like container by hinge 16 and at the opposite of 

35 the container the bands are provided with interengag- 
ing connectk>n means for releasabiy holding the con- 
tainer In its closed position and this suitably compris- 
es a snap fitting consisting of a hook member 1 7 in- 
tegrally moulded with the band 14 which snaps into a 

40 recess 18 in the band 13. 

The tubular inlet 15 of the dust bag is a press fit 
on to the tubular outiet of the power tool although if 
desired some additional connection means may be 
provided to secure the bag In position. 

45 The dust bag filter 12a may be removable and 

held in place in the frame 14 by a suitable clamp. In 
this way the filter 12a. which is suitably of paper, may 
be readily replaced when it is damaged or clogged. 
As will be seen in the drawings the arrangement 

50 according to the invention by having the diviston k>e- 
tween the parts 11. 12 In a plane of the box-like con- 
tainer 10 permits the bag to be opeined up widely so 
that opening and clearing is faster and more efficient 
than with earlier constructions. 

55 While the invention has been described above 

with reference to a specific embodiment, it will be un- 
derstood that various modifications may be made to 
the specific details referred to herein. For example 
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while the bag illustrated has a hinged section be- or snap fit together, 

tween the parts It should be understood that the parts 
may be releasably connected in other ways such as 
by being a press fit or snap fit together. 

In the embodiment illustrated only the second 5 
part incorporates filter material. It will be understood, 
however, that while the first part should best be rigid 
it may incorporate filter material. 
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Claims 



1. A dust collection bag for a power tool having a 
dust outlet, comprising a box-like container sep- 
arable into two parts along a plane of said con- is 
tainer, the interfitting portions of the two parts 
being rigid, one part having means for connecting 

the container to a said power toot dust outlet and 
the other part having at least part of its wall sur- 
face formed of filter material, releasable connec- 20 
tion means being provided on the two parts. 

2. A dust collection box according to Claim 1. In 
which the interfitting portions comprise rigid 
band-like parts. 25 

3. A dust collection box according to Claim 2, in 
which said one part comprises a rigid moulding of 
plastics material having a tubular inlet for attach- 
ment to a power tool dust outlet. 30 

4. A dust collection box according to Claim 2 or 3, in 
which said other part comprises a rigid frame ele- 
ment supporting a fabric bag. 

35 

5. A dust collection bag according to Claim 1, in 
which said first part comprises a rigid moulding of 
plastics material having an integral tubular inlet 
for attachment to a said power tool dust outlet and 
including a band-like portion defining the interf it- 40 
ting portion thereof, and said other part includes 

a band-like frame element supporting a fabric bag 
which is hinged to the band-like portion of the one 
part at one side with interengaging clip means 
being provided on the interfitting portions at the 4S 
side opposite the hinge. 

6. A dust collection bag according to any preceding 
daim, in which the container is generally rectan- 
gular in cross section and is divided along a major so 
plane thereof. 

7. A dust collection bag according to any of Claims 
1 to 4. in which the two parts are hinged together 

at one side. 55 

8. A dust collection bag according to any one of 
Claims 1 to 4, in which the two parts are a press 
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